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1 Gemini Size 1 Box (400x335x210)

1 Gemini Size 1 Blank Door

1 Gemini Size 1 Formica Base Plate

1 Wall Mounting Brackets (Set of 4)

1 Base Plate Fixing Screws (Set of 4)

1 Gemini Size 2 Box (550x460x260)

1 Gemini Size 2 Blank Door

1 Gemini Size 2 Formica Base Plate

1 Wall Mounting Brackets (Set of 4)

1 Base Plate Fixing Screws (Set of 4)

1 Gemini Size 3 Box (700x460x260)

1 Gemini Size 3 Blank Door

1 Gemini Size 3 Formica Base Plate

1 Wall Mounting Brackets (Set of 4)

1 Base Plate Fixing Screws (Set of 4)

1 Gemini Size 4 Box (700x590x260)

1 Gemini Size 4 Blank Door

1 Gemini Size 4 Formica Base Plate

1 Wall Mounting Brackets (Set of 4)

1 Base Plate Fixing Screws (Set of 4)

1 Gemini Size 5 Box (855x590x360)

1 Gemini Size 5 Blank Door

1 Gemini Size 5 Formica Base Plate

1 Wall Mounting Brackets (Set of 4)

1 Base Plate Fixing Screws (Set of 4)

1 Gemini Size 6 Box (1005x840x360)

1 Gemini Size 6 Blank Door

1 Gemini Size 6 Formica Base Plate

1 Wall Mounting Brackets (Set of 4)

1 Base Plate Fixing Screws (Set of 4)

GEMINI1BF 

GEMINI2BF 

GEMINI3BF 

ENCLOSURE ORDER CODES AND CONFIGURATION

IP66 Gemini size 1 enclosure c/w formica base plate. Consisting of:

IP66 Gemini size 2 enclosure c/w formica base plate. Consisting of:

IP66 Gemini size 3 enclosure c/w formica base plate. Consisting of:

GEMINI4BF IP66 Gemini size 4 enclosure c/w formica base plate. Consisting of:

GEMINI5BF IP66 Gemini size 5 enclosure c/w formica base plate. Consisting of:

GEMINI6BF IP66 Gemini size 6 enclosure c/w formica base plate. Consisting of:

+

+

+

+

+

+
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1 Gemini Support Upright Size 1 

1 Gemini Panel With Holes H150 Size 1

1 Gemini Modular Plate H150 Size 1

1 Gemini Blank Panel H150 Size 1  

1 Gemini Wiring Duct Kit 40X60 Size 1

1 Gemini 12 Way Din Rail Size 1

1 Gemini Support Upright Size 2 

2 Gemini Panel With Holes H150 & DIN Size 2-3

1 Gemini Modular Plate H150 Size 1

1 Gemini Blank Panel H150 Size 1  

2 Gemini Wiring Duct Kit 40X60 Size 1

2 Gemini 18 Way Din Rail Size 2 

1 Gemini Support Upright Size 3 & 4 

3 Gemini Panel With Holes H150 & DIN Size 2-3

1 Gemini Modular Plate H150 Size 2 - 3

1 Gemini Blank Panel H150 Size 2 - 3 

3 Gemini Wiring Duct Kit 40X60 Size 2 - 3 

3 Gemini 18 Way Din Rail Size 3

1 Gemini Support Upright Size 3 & 4 

3 Gemini Panel With Holes H150 & DIN Size 4 - 5

1 Gemini Modular Plate H150 Size 4 - 5

1 Gemini Blank Panel H150 Size 4 - 5

3 Gemini Wiring Duct Kit 40X60 Size 4 - 5

3 Gemini 24 Way Din Rail Size 4

1 Gemini Support Upright Size 5 

4 Gemini Panel With Holes H150 & DIN Size 4 - 5

1 Gemini Modular Plate H150 Size 4 - 5

1 Gemini Blank Panel H150 Size 4 - 5

4 Gemini Wiring Duct Kit 40X60 Size 4 - 5

4 Gemini 24 Way Din Rail Size 5 

1 Gemini Support Upright Size 6 

5 Gemini Panel With Holes H150 & DIN Size 6

1 Gemini Modular Plate H150 Size 6

1 Gemini Blank Panel H150 Size 6

5 Gemini Wiring Duct Kit 40X60 Size 6

5 Gemini 36 Way Din Rail Size 6

KIT ORDER CODES AND CONFIGURATION

Gemini size 2 DB kit 36 way. Consisting of:

Gemini size 4 DB kit 72 way. Consisting of:

Gemini size 5 DB kit 96 way. Consisting of:

Gemini size 6 DB kit 180 way. Consisting of:

Gemini size 1 DB kit 12 way. Consisting of:GEMINI1KIT12W 

GEMINI2KIT36W

Gemini size 3 DB kit 54 way. Consisting of:GEMINI3KIT54W

GEMINI4KIT72W

GEMINI5KIT96W

GEMINI6KIT180W
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IP66 SWITCHBOARD SOLUTION (Gemini Enclosure + Gemini Kit) 

Size 2 Dimensions

Size 4 Dimensions

Size 5 Dimensions

Size 6 Dimensions

Size 1 DimensionsGEMINI1BF +  GEMINI1KIT12W

GEMINI2BF + GEMINI2KIT36W

Size 3 DimensionsGEMINI3BF + GEMINI3KIT54W

GEMINI4BF + GEMINI4KIT72W

GEMINI5BF + GEMINI5KIT96W

GEMINI6BF + GEMINI6KIT180W

Kit
installable DIN 

modules

No. of 
vertical mod

External 
Dimensions

Internal 
Dimensions

(mod.x row) (H=150mm) A B C D E F

12 (12x1) 1 400 335 210 300 250 180

Kit
installable DIN 

modules

No. of 
vertical mod

External 
Dimensions

Internal 
Dimensions

(mod.x row) (H=150mm) A B C D E F

36 (18x2) 2 550 460 260 450 375 230

Kit
installable DIN 

modules

No. of 
vertical mod

External 
Dimensions

Internal 
Dimensions

(mod.x row) (H=150mm) A B C D E F

54 (18x3) 3 700 460 260 600 375 230

Kit
installable DIN 

modules

No. of 
vertical mod

External 
Dimensions

Internal 
Dimensions

(mod.x row) (H=150mm) A B C D E F

72 (24x3) 3 700 590 260 600 500 230

Kit
installable DIN 

modules

No. of 
vertical mod

External 
Dimensions

Internal 
Dimensions

(mod.x row) (H=150mm) A B C D E F

96 (24x4) 4 855 590 360 750 500 330

Kit
installable DIN 

modules

No. of 
vertical mod

External 
Dimensions

Internal 
Dimensions

(mod.x row) (H=150mm) A B C D E F

180 (36x5) 5 1005 840 360 900 750 330
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The Gemini range is revolutionising the market of low voltage
electrical insulating switchboards as it is the first switchboard
made of thermoplastic material, to which the co-injection
moulding technique gives the same mechanical characteristics
as polyester.

Extremely sturdy, with its rigid covering and expanded internal
core Gemini switchboards are IP66, IP30 with the door open,
afford a very high resistance to chemical and atmospheric
agents and guarantees excellent performance even in severe
operating conditions.

In distribution and mixed applications, the Gemini switchboard
is designed to be fitted with System pro M modular
devices and Tmax moulded-case circuit breakers. Gemini
switchboards are designed to be compatible with ABB
components for low voltage control, protection, monitoring
and switching.

Technical Characteristics 

Rated Service Voltage

CEI EN 50298, CEI 23-48, 
CEI23-49

IEC 60670, CEI EN 60439-1, 
CEI EN 62208

IEC61439-1-2

Compliance with standards Ue 1000 V AC - 1500V DC

Operating 
Temperature ºC

-25ºC + 100ºC

Resistance to Abnormal
 Heat and Fire 

up to 750ºC

Degree of Resistance
 to Impacts

IK10 (IEC 62262) 

Degree Protection
 (CEI EN 60529)

IP30 Open Door

IP66 Closed Door 

Recyclable 100%

The Gemini series ensures maximum protection in the toughest environments
– Ideal for control panels and distribution boards in harsh environments such as food industry washdown areas
– Provides the strength of glass reinforced polyester without the environmental and personal risk
– Lightweight
– Strong

ABB is the first manufacturer in the electrical field to use coinjection moulding technique. This 
process is a ‘sandwich’ of two materials with a compact external covering and an expanded core, 
guaranteeing the highest level of mechanical protection against impacts (IK10). 

IP66 SWITCHBOARD SOLUTION (Gemini Enclosure + Gemini Kit) 

Size 2 Dimensions

Size 4 Dimensions

Size 5 Dimensions

Size 6 Dimensions

Size 1 DimensionsGEMINI1BF +  GEMINI1KIT12W

GEMINI2BF + GEMINI2KIT36W

Size 3 DimensionsGEMINI3BF + GEMINI3KIT54W

GEMINI4BF + GEMINI4KIT72W

GEMINI5BF + GEMINI5KIT96W

GEMINI6BF + GEMINI6KIT180W

Kit
installable DIN 

modules

No. of 
vertical mod

External 
Dimensions

Internal 
Dimensions

(mod.x row) (H=150mm) A B C D E F

12 (12x1) 1 400 335 210 300 250 180

Kit
installable DIN 

modules

No. of 
vertical mod

External 
Dimensions

Internal 
Dimensions

(mod.x row) (H=150mm) A B C D E F

36 (18x2) 2 550 460 260 450 375 230

Kit
installable DIN 

modules

No. of 
vertical mod

External 
Dimensions

Internal 
Dimensions

(mod.x row) (H=150mm) A B C D E F

54 (18x3) 3 700 460 260 600 375 230

Kit
installable DIN 

modules

No. of 
vertical mod

External 
Dimensions

Internal 
Dimensions

(mod.x row) (H=150mm) A B C D E F

72 (24x3) 3 700 590 260 600 500 230

Kit
installable DIN 

modules

No. of 
vertical mod

External 
Dimensions

Internal 
Dimensions

(mod.x row) (H=150mm) A B C D E F

96 (24x4) 4 855 590 360 750 500 330

Kit
installable DIN 

modules

No. of 
vertical mod

External 
Dimensions

Internal 
Dimensions

(mod.x row) (H=150mm) A B C D E F

180 (36x5) 5 1005 840 360 900 750 330
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IP66 GEMINI ENCLOSURE UNIQUE FEATURES

180º

Door is 
Mountable Left 

Or Right 
(Transparent 

Door Available 
Via Request) 

Gear Tray Depth 
Changeable

Doors  open up to

IP66 GEMINI ENCLOSURE UNIQUE FEATURES
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IP66 GEMINI ENCLOSURE UNIQUE FEATURES IP66 GEMINI ENCLOSURE UNIQUE FEATURES

 Covers can be 
Opened  

Left or Right
for Easy Access

Gemini 
Enclosures 
Include Wall 

Mounting 
Brackets
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IP66 GEMINI SWITCHBOARD UNIQUE FEATURES

Opened Cableway Closed Cableway

Opened Cable 
Duct

Closed Cable 
Duct

IP66 GEMINI SWITCHBOARD UNIQUE FEATURES
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Adjustable Pins
- Din Rail
- Gear Tray

Adjustable 
Depth Positions

IP66 GEMINI SWITCHBOARD UNIQUE FEATURES
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 IP66 GEMINI SPARE PARTS ORDER CODES

Size

Number of 
installable 

DIN modules 
(mod. x row)

Number 
of vertical 
modules 

H = 150mm

External dimensions (mm) Internal Dimensions (mm)

Box

Door

A B C D E F Transparent Opaque

1 12 (12x1) 1 400 335 210 300 250 180 1SL0221A00 1SL0241A00 1SL0231A00

2 36 (18x2) 2 550 460 260 450 375 230 1SL0222A00 1SL0242A00 1SL0232A00

3 54 (18x3) 3 700 460 260 600 375 230 1SL0223A00 1SL0243A00 1SL0233A00

4 72 (24x3) 3 700 590 260 600 500 230 1SL0224A00 1SL0244A00 1SL0234A00

5 96 (24x4) 4 855 590 360 750 500 330 1SL0225A00 1SL0245A00 1SL0235A00

6 180 (36x5) 5 1005 840 360 900 750 330 1SL0226A00 1SL0246A00 1SL0236A00

Size Metal Base Plate Formica Base Plate Inner Door

1 1SL0259A00 1SL0267A00 1SL0251A00

2 1SL0260A00 1SL0268A00 1SL0252A00

3 1SL0261A00 1SL0269A00 1SL0253A00

4 1SL0262A00 1SL0270A00 1SL0254A00

5 1SL0263A00 1SL0271A00 1SL0255A00

6 1SL0264A00 1SL0272A00 1SL0256A00

Box Door Transparent Door Opaque

Metal Base Plate Formica Base Plate Inner Door

Basic Configuration 

Components for Automation
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IP66 GEMINI SPARE PARTS ORDER CODES

Components for Automation

Accessories Common to the Whole Range

Size Uprights DIN Rail
DIN Panel Kit

Panel + DIN Rail 
Blank Panel Modular Plate

H = 150mm H=150mm H=150mm

1 1SL0283A00 1SL0290A00 1SL0307A00 1SL0324A00 1SL0296A00

2 1SL0284A00 1SL0291A00 1SL0308A00 1SL0325A00 1SL0297A00

3 1SL0285A00 1SL0291A00 1SL0308A00 1SL0325A00 1SL0297A00

4 1SL0285A00 1SL0292A00 1SL0309A00 1SL0326A00 1SL0298A00

5 1SL0286A00 1SL0292A00 1SL0309A00 1SL0326A00 1SL0298A00

6 1SL0287A00 1SL0293A00 1SL0310A00 1SL0327A00 1SL0299A00

Size 
Lock with
 Handle

Lock with 
Triangular 
Impression

Lock with Square 
Impression

Anti Tampering 
Locking Kit

Mounting 
Brackets

Pole 
Installation Kit

Anti 
Condensation 

Kit 

1

1SL0340A00 1SL0341A00 1SL0339A00 1SL0458A00 1SL0342A00

1SL0343A00

1SL0351A00

2 1SL0344A00

3 1SL0344A00

4 1SL0345A00

5 1SL0345A00

6 1SL0346A00

Resistance to Chemical Agents

The behaviour of Gemini switchboards in the 
presence of chemical agents is indicated in the 
table with the symbols. 

High Resistance = BOLD
Limited Resistance = LIGHT

Cold Water / Hot Water Mineral Oils and Greases

Sulfuric Acid 50% Food Oils and Greases

Hydrochloric Acid 36% Perchloroethylene

Acetic Acid 60% Trichlorethene

Benzol Ethylether

Gasoline Toluene

Acetone Methanol

Ethyl Alcohol Wine

Ammonia Fruit Juices

Dichloromethane Laundry Lye

Diesel Oil - Naphtha Detergents
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NOTES





PO BOX 816, Hamilton 3240 
4-8 Mainstreet Place 
Hamilton 3200

sales@electrical.co.nz
+64 7 849 9119
0800 350 000

Sales Rep:

Contact:


